DEPARTMENT OF THE ARMY
U.S. ARMY CORPS OF ENGINEERS
441 G STREET, NW
WASHINGTON, DC 20314-1000

CECW-NAD JUN 22 2015

MEMORANDUM FOR COMMANDER, North Atlantic Division (CENAD-PD)

SUBJECT: Implementation Guidance for Section 6004 (a) (11) of the Water Resources
Development Act of 2014 (WRRDA 2014) — Goose Creek, Somerset County, Maryland

1. Section 6004 (a) (11) of WRRDA 2014 realigns a portion of the existing federal
navigation channel at Goose Creek, Somerset County, Maryland, which provides for a
channel 60’ wide and 6’ deep, as well as a 120’ x 170’ anchorage basin. A copy of the
text of Section 6004(a) (11) is enclosed.

2. The Goose Creek project is not presently maintained and has not been maintained
since its construction in 1972. Until such time as funds have been specifically
appropriated, no study or operations or maintenance may be performed on the

realigned project.

Encl ~ EDWARD E. BELK, JR., P.E.
Chief, Operations and Regulatory Division
Directorate of Civil Works
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WRRDA 2014. SEC. 6004 PROJECT DEAUTHORIZATIONS

Section 6004 (a) (11) of the Water Resources Development Act of 2014
(WRRDA 2014) — Goose Creek, Somerset County, Maryland

(11) GOOSE CREEK, SOMERSET COUNTY, MARYLAND.—The project for navigation, Goose
Creek, Somerset County, Maryland, carried out pursuant to section 107 of the Rivers and
Harbor Act of 1960 (33 U.S.C. 577), is realigned as follows: Beginning at Goose Creek Channel
Geometry Centerline of the 60- foot-wide main navigational ship channel, Centerline Station No.
0+00, coordinates North 157851.80, East 1636954.70, as stated and depicted on the Condition
Survey Goose Creek, Sheet 1 of 1, prepared by the United States Army Corps of Engineers,
Baltimore District, July 2003; thence departing the aforementioned centerline traveling the
following courses and distances: S. 64 degrees 49 minutes 06 seconds E., 1583.82 feet to a
point, on the outline of said 60-foot-wide channel thence binding on said out-line the following
four courses and distances: S. 63 degrees 26 minutes 06 seconds E., 1460.05 feet to a point,
thence; N. 50 degrees 38 minutes 26 seconds E., 973.28 feet to a point, thence; N. 26 degrees
13 minutes 09 seconds W., 240.39 feet to a point on the Left Toe of the 60-foot-wide main
navigational channel at computed Centerline Station No. 42+57.54, coordinates North
157357.84, East 1640340.23. Geometry Left Toe of the 60-foot-wide main navigational ship
channel, Left Toe Station No. 0+00, coordinates North 157879.00, East 1636967.40, as stated
and depicted on the Condition Survey Goose Creek, Sheet 1 of 1, prepared by the United
States Army Corps of Engineers, Baltimore District, August 2010; thence departing the
aforementioned centerline traveling the following courses and distances: S. 64 degrees 49
minutes 12 seconds E., 15683.91 feet to a point, on the outline of said 60-foot-wide channel
thence binding on said out-line the following eight courses and distances: S. 63 degrees 25
minutes 38 seconds E., 1366.25 feet to a point, thence; N. 83 degrees 36 minutes 24 seconds
E., 125.85 feet to a point, thence; N. 50 degrees 38 minutes 26 seconds E., 805.19 feet to a
point, thence; N. 12 degrees 12 minutes 29 seconds E., 78.33 feet to a point thence; N. 26
degrees 13 minutes 28 seconds W., 46.66 feet to a point thence; S. 63 degrees 45 minutes 41
seconds W., 54.96 feet to a point thence; N. 26 degrees 13 minutes 24 seconds W., 119.94 feet
to a point on the Left Toe of the 60-foot-wide main navigational channel at computed Centerline
Station No. 41+81.10, coordinates North 157320.30, East 1640264.00. Geometry Right Toe of
the 60-footwide main navigational ship channel, Right Toe Station No. 0+00, coordinates North
157824.70, East 1636941.90, as stated and depicted on the Condition Survey Goose Creek,
 Sheet 1 of 1, prepared by the United States Army Corps of Engineers, Baltimore District, August
2010; thence departing the aforementioned centerline traveling the following courses and
distances: S. 64 degrees 49 minutes 06 seconds E., 15683.82 feet to a point, on the outline of
said 60-foot-wide channel thence binding on said out-line the following six courses and
distances: S. 63 degrees 25 minutes 47 seconds E., 1478.79 feet to a point, thence; N. 50
degrees 38 minutes 26 seconds E., 1016.69 feet to a point, thence; N. 26 degrees 14 minutes
49 seconds W., 144.26 feet to a point, thence; N. 63 degrees 54 minutes 03 seconds E., 55.01
feet to a point thence; N. 26 degrees 12 minutes 08 seconds W., 120.03 feet to a point a point
on the Right Toe of the 60-footwide main navigational channel at computed Centerline Station
No. 43+98.61, coordinates North 157395.40, East 1640416.50.
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