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Appendix B
Glossary

Brangle - A strand that is shaped after fabrication (for
example, triangular).

Classification - Rope’s construction as seen in cross
section.

Dynamometer test - A test measuring  rope tension,
usually during break-in.

EIPS - Extra improved plow steel.

FC - fiber core.

Fleet angle - The angle a rope forms with a line
perpendicular to its drum.

High-stranding - A failure where one strand of a rope
loosens and sticks out from the other strands of a rope.

IPS - Improved plow steel.

IWRC  - Independent wire rope core.

Lay - A designation of the way wire strands are laid
around the a rope.

Nominal strength - The industry accepted strength of
a rope of a certain size, material, and construction. 

Part-number - The number of load bearing ropes for
a sheave.

Pin - A rope guide of small diameter.

Plow steel - A grade of steel above traction steel,
referring to its original use of pulling plows.

Preforming - Forming an individual wire of a rope
into a helix.

Pre-stretching - Factory stretching a rope to reduce
the constructional amount of stretch.

PS - Plow steel.

Reserve strength - The remaining strength of a rope if
all its outer wires were removed.

Seizing - Tying or binding a rope in preparation for
cutting it.

Speltered socket - Either a zinc- or epoxy-filled
socket.

Strand - The bundles of wires laid helically around a
rope’s core.

Tensioning - Adjusting the tensions of the individual
ropes on a multi-rope device.

Terminal efficiency - Strength of a rope terminal
compared to that of the rope.

Traction steel - A low grade of steel.

TS - Traction steel.


